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Ball Nose                                
                        

Unit/ : mm 

2Micro Grain Carbide

 

1. Milling For All Hard Working Material 

   

2. Unique Variable Shape, Super Vibration Resistance

   

   

   .

5. Unbalance Flute Design For Fast Chip Remove

   

l
R

Coating  
Carbon steel,  

Alloy steel 
 ,

Pre-harden steel    
 High-hardened  

Stainless steel  

 

Titanium alloy alloy Copper alloy  

,

Aluminum alloy 

~50HRC ~55HRC ~60HRC ~65HRC

Application  Perfect    Excellent      Good 

             .06           .07

Dimension Purchase Code 

Diameter Radius
Flute  

Length

Full  

Length

Shank  

Diameter
Flutes MODE Coating 

d  R    L  D  

1 0.5 1.5 60 6 .06 .07

2 1 60 6 .06 .07

1.5 75 6 .06 .07

2 6 75 6 .06 .07

5 2.5 7.5 75 6 .06 .07

6 9 75 6 .06 .07

6 9 100 6 .06 .07

12 100 .06 .07

12 120 .06 .07

10 5 15 100 10 .06 .07

10 5 15 10 .06 .07

12 6 100 12 .06 .07

12 6 150 12 .06 .07

16 150 16 .06 .07

20 10 150 20 .06 .07

20 10 200 20 .06 .07

Cutting Condition

 P396200
+


